$

w
o
[
a
o]
a
(&)

CFSTI PRICE(S) §

o~
-~

&,

'y

%N

«
q Y -1-
S IR A
I\
MODULATION AND SAMPLING OF HYDROMAGNETIC RADIATION*
P, C. P. Sonett
O U -
I o
T 2 National Aeronautics and Space Administration
a2 2 Space Sciences Division
8 & . Ames Research Center P
o o © Moffett Field, California ?7’ /5
[ (3] -
© - g s
T 2 ., { : Q
o i :
wract: It is shown that detecting electromagnetic signals

in the hydromsgnetic domain by means of magnetometers is
a low frequency extension of the electromagnetic spectrum;
therefore conventional modulation theory is employeble,
subject to the special constraint that the carrier fre-
quency is determined by spacecraft motions. In the preé—

ence of a hydromagnetic continuum, spacecraft spin

(CATEGORY,)

modulation folds the spectrum so that fictitious offsets,
ambient field errors, and the generation of spurious wave
signals can occur, the latter from single sidebanding.
Synchronous demodulation by means of time quadrature
detectors can be employed to remove such effects. Com-

| mutated telemetry which time shares experiments is shown
to yleld a multirate sampled spectrum. This telemetry
can cause uncorrectable spectral folding of many orders

ﬁ because it generates a complex switching spectrum con-
taining a subsidiary multiplet structure about each of

the principal switching tones.

*To be presented at the COSPAR-URSI Symposium on Optimi-

zation of Instrumentation for Space Experiments from the Stand-

-

point of Data Processing, Buenos Aires, May 1965.
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1. Introduction

The magnetospheric and interplanetary plasmas are regarded
as fluids to which is coupled an ambient magnetic field with an
electromagnetic radiation field completing the ensemble. The
spectral content is determined locally both by plasma kinetics
and the form of the source which drives the time varying field,

except when local plasma instabilities are important, or the

decay of turbulent motions is dominant. The rapid flow of the

interplanetary plasma against a spacecraft means that all fre-
quencies are Doppler shifted and time versus space variations

cannot be simply distinguished. Thus the time reversibility of

propagating waves becomes mixed with the diffusion-like and
irreversible decay of large spatial disturbances into smaller

ones, the familiar cascading from small to large wave numbers

in turbulence.

Of special interest is the low frequency region of the
spectrum associated with hydromagnetic radiation, as both wave

and convective frequencies of the solar gas encompass character-

istic frequencies of motion of spacecraft. It ensues that cer-

tain modulation effects take place which can modify the
interpretation of signals from the field. The modulation has a

geometric basis which in principle generalizes to any detector

in motion. Spacecraft rotation has an especially simple modu-

lation effect upon magnetic signals which can be explained by
an extension of existing modulation theory.

The special quality

of the modulation arising from spacecraft spin is due to the




superposition of similar frequencies from the radiation field
and the spacecraft. This situation favors the development of
asymmetric and truncated side band spectra which in turn can
"alias" the signal.* Variations of the discussion of this
paper can be extended, for example, to particle detectors
following the arguments laid down here.

The plan of the paper is to consider first what happens
when a magnetic field in space is measured by a magnetometer
mounted upon a spacecraft which is executing motions about its
center of gravity. Specifically, the magnetometer will be
assumed.to decompose the field into three orthogonal components
as is the case for the triaxial flux gate. The spacecraft will
be assumed to spin about the figure axis, as this analysis pro-
vides a realistic view of the resultant modulation process.
Both the changes in amplitude and changes in direction of the
field are examined separately, and the general case of both
types of time dependence occurring simultaneously will be shown
to be a simple combination of these two. For instruments which
measure the field directly, in contrast, say, to search coi;;m

which operate upon the field by time differentiation, the two

*The term alias is Jargon used to denote first order fold-
ing of spectra due to violation of the Nygquist limit in the
sampling of continuous data. This special case, discussed later
in the text (see fig. 11), is used interchangeably in this paper
with spectral shifting which is a generalization of first-order

spectral folding.
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distinct types of field variation generate, respectively,
amplitude and phase modulation of the output signal from the
spacecraft. TFor a nonrotating spacecraft platform, the former
degenerates to the trivial case of AM modulation with zero
carrier frequency whereas directional changes in the field gen-
erate more complex signals. For brevity these two effects are
termed scalar and vector modulation, respectively, recognizing
that the latter term is not exact. This discussion is followed
by a discussion of the search coil on a spinning spacecraft.
The signal properties are shown to be different according to the
operation of time differentiation inherent in this type of
detector. Following this, attention is directed to the corre-
spondence of data multiplexing (customarily employed in single
channel spacecraft telemetry) to multirate switching and the
spectral overlap or alias problem. Lastly, the application of
synchronous demodulation to spin modulated signals is considered.
Synchronous detection employing quadrature signals providés a
means for the electrical despinning essential for the unfolding
of side band structure.

In the discussion that follows it is always assumed that
the system response is linear, so that harmonic generation from
this source is absent. Thus the arguments entail only modulation
of a linear system, and spectral folding and shifting from multi-
periodic sampling as occurs in time shared telemetry. Also argu-
ments regarding spacecraft motions which involve precession and

nutation are not considered, having been discussed elsewhere [1,2].




2.0 Convection and Radiation

It is thought that in the solar wind, spatial structures
of nearly any size should be allowed and the gyro radius is not
an essential limit, though the more time stationary and organized
forms such as shocks and contact discontinuities should display
a limit more or less corresponding to the ion gyro radius. Since
the wind is in motion with a proper velocity of some hundreds of
kilometers per second, it is clear that such a limit means that
to observe the details of diffusion of a contact discontinuity
or other similar organized change in the gas and the field requires
that a magnetometer have a frequency response of at least 1 cps
or’more- There are other phenomena in the interplanetary gas which
are presently little understood such as the alternating polarity
of tubes of force emanating from the sun. How these merge where
opposed polarities meet has at least superficial similarity to
questions relating to contact discontinuities.

Although propagating waves are, in practice today, indis-
tinguishable from spatial changes in the solar wind, in the mag-
netosphere bulk velocities should be much reduced and perhaps
absent from time to time, though there is no empirical basis for
assuming this. 1In either case when the field is sufficiently
steady and large to form a reference frame for waves, the geom-
etry rules governing plasms waves should be applicable to con-
vected disturbances.

Only a simplified view of wave phenomena is required for the

ensuing arguments as they will rest partially upon geometry.
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Consideration of the allowed wave modes 1s restricted to the
hydromagnetic domain governed primarily by ion motions. Exten-
sibn upwards implies inclusion of frequencies not properly the
province of hydromagnetics. From geometrical considerations
alone the three governing modes become the A1fvén shear wave
and the two mixed waves representing fast and slow modes. These
have phase velocities which depend both upon the A1fvén and sonic
speeds. The corresponding surfaces of constant phase are shown
in fig. 1. It is seen that propagation across the field is
fig. 1
allowed only for the fast mode while along the field direction
two waves can propagate. The diagram is the zero frequency
limit and displays no dispersion. (In a broader sense, however,
there is a functional relation between speed of propagation and
direction with respect to the preferred axis of the field.)
The linearly polarized A fvén mode displays rotation of the
plane of polarization as the gyro frequency of the plasma is
approached from the lower side. Above wg only one-handedness
persists. Thus the Alfvén wave is circularly polarized in
regions near to and above the gyro resonance. In interplane-
tary space wg is typically of the order of 1 cps and therefore
is important for magnetometer experiments. For the Alfvén mode
the disturbance vector is normal to the field and gyrates about
the latter, as shown in fig. 2. Propagation across the field
fig. 2
consists of alternate collective compression and rarefaction

in the field and the gas pressure, while for the A1 fvén mode
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the motion is incompressible. These two limiting conditions
form the geometrical background for the discussion of modulation
effects to follow.

Purely compressive changes in the field associated with
progressive or standing waves are subject to amplitude modula-
tion by the spinning reference system. Alfvén waves are phase
modulated‘by the spin. It is more convenient to invert these
problems so as to regard the spin as the carrier and the hydro-
magnetic radiation as the source of the modulation. There is
no loss of generality in doing this and the analysis, in par-
ticular, of the phase modulation is simplified considerably.

By way of summary, it is assumed that variations in the
field, both spatial and time dependent, are representable by
simple geometric constructions so that the main points discussed
are not obscured by detailed development of the allowed modes
for propagating waves in a plasma. The problem becomes one of
synthesizing the signal characteristics of magnetic field vari-
ations from data teken in a hydromagnetic radiation field hav-
ing spectral components which beat with the spin frequency of
the spacecraft. Since spatial variations are not separable
without recourse to other data, especially plasma probe infor-
mation, for the purposes of this discussion they will be treated
as strictly time variant. Further we shall assume that the
hydromagnetic field consists of a continuum of frequencies, and
only for the purposes of illustration will deviation be made

from this choice.
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The compressive case corresponds to the rms sum of the
A1fvén and the sonic speeds taken across the preferred direc-
tion of the field. This is the most straightforward case to
treat as the field suffers only changes in amplitude and thus
the magnetic signal consists of beats between the spin and the
hydromagnetic spectrum. The preferred direction of the mag-
netic field is generally not along the spin axis of the space-
craft; thus the field is resolved into spacecraft coordinates.

3.0 The Scalar Hydromagnetic Radiation Field and Spectral Folding

The simplest radiation field to treat is that corresponding
to the magnetic field undergoing compressive changes associated
with fast wave propagation across the field lines. This simple
time variance is now considered with the signal detected upon a
spinning spacecraft, and it will be shown that a spectral line
splits in a manner strictly analogous to amplitude modulation
where the spin frequency of the spacecraft assumes the role of
the carrier.

Since the field static direction is assumed known, as is
that of the spacecraft, the components of the field are resolved
into spacecraft coordinates directly. Let (§1,§5,§é) be a right-
handed, mutually orthogonal set of unit vectors associated with
the ambient field passing through the spacecraft position with
§1 along the line of force taken positive in the direction of
the field, §2 the unit vector lying in the magnetic meridian
plane and having positive sense outward (for the interplanetary

field where a preferred direction is more difficult to define

o4
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other appropriate coordinates such as solar ecliptic are
available), and ¥s the unit binormal to the field line. The
notation (%1,%Xs,%s) is given to a second set of unit vectors
centered in the spacecraft but nonrotating. The spin axis of
the vehicle is given by wg = |ws|%s which defines the direc-
tion of the unit vector, %3. It remains to define the line of
nodes between the two sets of vectors to complete the descrip-
tion.* The orientation of the spacecraft with respect to the
magnetic field is then given by the two Eulerian angles, 6 and
¢. The third angle, V¥, the rotation about the axis, xs, is
arbitrary and taken to be zero. The nominal or anbient mag-
netic field is given by Eg = |Ho|X1. To this must be added
the perturbation field which is represented by the Fourier

transform pair

H(t) = (1A2r) [7 h(w)exp(ivt)dw (1)
H(w) = (LN2n) [© H(t)exp(-iut)at (2)

where H(t) is the disturbance waveform and h(w) is the spectral
density of the field disturbance in units of field intensity
per radian per second. For the case at hand where the field
variations are taken to be strictly compressive, the variation
field is in the direction §1. Thus the total field is given by
Hy = Hy + H(t)\
Hp = O (3)

Hg = O

*The Euler angle definitions used follow those of Goldstein [3].
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In the nonrotating, spacecraft centered coordinate system

(%1,%2,%>) , the components of the field are resolved into

AHi1 = Hy cos @ + Hz sin @ (La)

JHo = -Hj sin ¢ cos 6 + Hy cos ¢ cos 8 + Hz sin 6 (Wp)

JHa = Hi sin ¢ sin 6 - Hs cos ¢ sin 6 + Ha cos 6 (ke)

The angles 6 and ¢ are taken to be fixed for times comparable
to those of interest. Thus in turn _,Hz and ,Hz may be regarded
as fixed.

3.1 The Generation of AM Side Bands

Consider now a triaxial set of sensors, such as flux gates
mounted upon a spacecraft having spin angular velocity wg. The
sensors lie, respectively, along the spin axis, %Xa, and mutually
orthogonal in the equatorial plane. ILet &3 and 8z be the unit
vectors associated with the two equatorial sensors. The time
origin is chosen so that & = &3 cos(wgt) + 8z sin(wgt). Then
the components of the field as observed from the rotating plat-

form of the spacecraft are given by (H + &) or

JHi cos(ugt) (52)

AHZ Sin(wst) (5b)

where the phase is arbitrarily adjusted so fi = ,Hiat t = 0.
For algebraic simplicity, the spin tone is collapsed to a

delta function and convolution of the spin tone with the hydro-
magnetic field yields a total spectral density distribution
given by

Hod(wg) + (1/2)n(w) [8(wg + w) + 8(wg ~ w)] (6)
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which means that the spin tone beats with the hydromagnetic
spectrum corresponding to direct amplitude modulation. The
specilal quality is associated with the embedding of the spin
tone or carrier frequency in the frequency domain of the hydro-
megnetic radiation field. The second two terms in eq. (6)
together with the carrier can be represented in the conventional
manner as spinning vectors as shown in fig. 3. In the inertial .
frame the two vectors rotate with angular velocities wg + w Le 3
and Wg - w. In the frame which transforms away Hy, they rotate
with velocities w and -w. This is an important effect for
the situation discussed in the next section.

Contributions to h(w) neighboring wg are translated to
regions near the origin while those near the origin translate
to the neighborhood of wg. Alternatively on a freguency plot
showing negative frequencies, side band symmetry about wg
would extend the spectrum to negative frequencies. The mixing
of the hydromagnetic spectrum with the spin tone splits the power
shown in the side band structure according to eq. (6) where half
the power from a band &M 1s shifted into each of the side band
components. The overlapping of translated side bands, however,
does not allow a direct computation of the power in a particular
region of the spectrum unless the functional form of h(w) is
given.

When the frequency band lies in the interval 0O < Aw < wg

the upper side band is found at w > wg. For frequencies in the
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interval wg < Aw ﬁ-Ews, reflection about zerc frequency occurs
50 that the lower side band is still contained in the interval

0 <Ah < wg with the spectral form inverted. However, for
those regions of the frequency domain of h(w) which lie above
2wg, the modulation process generates both side bands asymmetri-
cally above the carrier. This is a direct result of the low
carrier frequency and is never found in normel communication
practice [4] where the modulation is bounded to a small frac-
tion of the carrier frequency (see fig. 4).

fig. b
3.2 Single Side Band Generation of Pseudo-Alfvén Signals

Consider a real system where the upper frequency limit is
defined by a filter that is flat out to we where we > wg
and rolls off beyond w, at some preassigned rate. Then all

frequencies below w¥ < We - wg Will be recovered without

s
spurious information. For those contributions to h(w) where
w* > w, - wg, the upper and lower side bands will display
different amplitudes according to the expression

Hd(ws) + (1/2)n(w)[ad(wg - w) + b&(wg + w)] (7
where a 1s unity for modulation frequencies, w < wg + Wa,
b 1is wity for w < w, - wg, and h{w) is the spectral density
when w < w,. When h(w) lies in the range of the slope of the
filter, then it must also be replaced by an equivalent h¥*(w)
since the modulation tone is attenuated. From eq. (7) it is
seen that the side band components are attenuated by different

amounts since they lie at different points on the filter ramp.

Reference to fig. 5a shows an idealization of the above.
fig. Sa
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An important effect of the truncation of the side band
structure is to introduce a spurious phase modulation whose
most general interpretation suggests the presence of Alfvén
waves when none are present in the field. This is seen
by reference to fig. 5b where a vectorial representation of

fig. 5b
the pertinent signals shows the manner of composition of the
total signal. When the side band structure is symmetric, it
is seen that the two side bands are symmetrically disposed
about the carrier vector, with the result that phase contri-
butions are cancelled.

The case of the line spectrum shown in fig. 5 has the

equivalent time expression (see fig. 6)
fig. 6

H, cos wgt +(aT+b) (cos wgt * cos w)+ %b) (sin wgt + sin wy)

(8)

and the quadrature side bands are in ratio (a + 1b)/(a - b).
When the upper side band is suppressed completely, the in-
phase and quadrature components are equal and the power in
the sinusoidal and cosinusoidal parts of the carrier are
equal. This means that only in the event the value of h(w)
drops to zero for all w > w, - Wg can it be guaranteed that
a spurious A1fvén wave field will not be introduced. The
results of this section can be summarized as follows:

In the presence of a scalar hydromagnetic radiation field,

that is, containing only waves characterized by changes in

field amplitude, the signal from a magnetometer sensor which
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measures the instantaneous field normal to the spin axis of a

rotating spacecraft having a spin frequency, wg, will contain

both in-phase and quadrature modulation side bands derived from

that portion of the radiation spectrum lying at frequencies in

the range we - wg < w < wWe + wWg where we 1is the filter break

frequency of the system.

3.3 Spacecraft Pseudo-Perm and Ambient Field Offset

Consider now that portion of the hydromagnetic spectrum,
h(w), that overlaps the spin frequency, wg. Because of modula-
tion, this portion of the spectrum is folded to the neighborhood
of w = 0; consequently a pseudo-bias appears in the spin signal
as perceived at the receiver. Depending upon the time of averag-
ing, which determines the line width at zero frequency, an error
could be introduced into the measurement of the offset which,
in turn, measures the component of the spacecraft bias lying in
the equatorial plane of the spacecraft. Although in practice
this offset of the magnetometer signal may be undetectable, it
is important to point out that in principal it is always present.
Its value will depend, as stated above, upon the filter band-
width used to assess the offset and the power in the hydromag-
netic spectrum about the spin frequency.

The arguments just given can be applied in a broader context.
For example, if the hydromagnetic field contains frequencies
which are dominant at twice the spin frequency, the folding of
these with the spin frequency will cause them to appear as addi-

tions to the basic sinusoidal signal. Customarily this signal
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is interpreted as arising solely from the static component of

the magnetic field which is projected into the equatorial plane
of the spacecraft. Then the measurement of the static field will
be increased by some amount determined by the power in the hydro-
magnetic domain nearly twice the spin frequency and the length
of the sampling interval used to measure the spin tone, or,
equivalently, the filter bandwidth.

In arguing the importance of these folded contributions to
the measurement of the static field and the spacecraft perm, it
is clearly important to understand the form of the spectral com-
ponents involved in the process. To a point, common sense must
be applied in studying data of the type discussed. However,
cases can be expected to arise where, in spite of the natural
appearance of the data, it does happen that important folding
from the modulation takes place; such cases cannot be distin-
guished from the unfolded data by any a posteriori means.

3.4 The Aperiodic Field Reversal

Occasions arise especially in the interplanetary field
when a reversal in polarity takes place over a time interval of
the order of five minutes by present best estimate [5,6].
Actually the time interval may be considerably shorter; it is
also important to recognize the role of convection in this
description since the field is being swept past the magnetom-
eter. Thus the change of field mey be primarily spatial, but
in the coordinate system of the magnetometer,can be considered

to be strictly a time variation. Interest stems as before in
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the role played by folding of the spectral components of the
field change with the spin tone from a rotating sensor. A
quantitative treatment is beyond the scope of this paper;
however, the simple field discontinuity can be represented
by a step function; it is recognized that more complicated
field changes can take place involving skewing, with the field
never reaching zero magnitude. ©Such changes are also outside
the province of this discussion as they involve rotation of
the magnetic vector corresponding to phase modulation discussed
in the next section.

The Fourier transform of the step function is of the form
l/w and is unbounded near the origin. Thus when folded onto
the spin frequency, the net spectrum takes on the character
displayed in fig. 7 which shows the low fregquencies shifted to o’
the spin tone. The regions near zero frequency are not espe- 5
cially interesting from a physical standpoint as they correspond
tc the tails of the function where the value is steady. Of
principal interest are the higher frequencies which provide
information on the thinness of the discontinuity and on fluc-
tuations. 1In spite of the divergence of the transform around
the spin frequency as shown in fig. 7, the power must corre-
spond to the steady-state field far from the discontinuity.
There is considerable spectral energy near zero frequency which,
correctly interpreted, should correspond to regions of the step
spectrum near the spin frequency. Iastly, there is a strong

increment of the spectrum which is shifted to higher frequencies.
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The general effect of these folding phenomena is to decrease
the apparent thickness of the region of transition, to possibly
introduce a pulse-like change in the spin tone and, lastly, to
introduce an aperiodic transient change of the zero or average
level of the magnetometer signal.

4.0 Vector Modulation

In this section the signal resulting from the detection of
the propagating A1fvén mode is considered. The geometry of the
wave in the previous coordinate system (Kl,ié,fé) will be the
basic reference for the following discussion. We assume that
the mode is linearly polarized but that the plane of polariza-
tion turns slowly subject to an ion Faraday rotation. Near
the gyro resonance for protons, one of the modes is extinguished
and the wave is regarded as circularly polarized with a gyration
period equal to the Larmor period. ©Since the ambient field
has a fixed orientation, the resolution of the wave into com-
ponents of the prescribed set follows directly the rules for
phase modulation with suppressed carrier. Thus the field com-

ponents are given by

H. cos £ sin(d sin vt)

Hi o

Hp = Hy sin & sin(d sin vt) (9)

Hg = H, cos(d sin vt)

where £ 1is the dihedral angle between the instantaneous plane
containing the wave and the plane XjXa. The other quantities

are defined as follows: v 1is the frequency of the Al fvén wave
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assumed monochromatic, and © is the deviation in phase
corresponding to the angular deviation of the quiescent field
around its nominal orientation. From edgs. (9) it is clear
that the geometrical resolution of the time-dependent field
directly generates phase modulated signals in each of the
sensors. In general, the spacecraft will not have a preferred
direction and therefore the components of edgs. (9) must be
resolved through an Eulerian transformation. In the new set
(%1,%2,%3) defined as in the previous section centered in the
spacecraft, the field is given by

i=[T]8 (10)

where [T] is the Eulerian rotation matrix. In the most gen-
eral instance the spacecraft is allowed to rotate about its
axis of symmetry with V¥ = wgt. More general motions described
as tumbling where all the Fulerian angles become time dependent
are not considered. In the instance of spin the process of
signal modulation enters as in the earlier discussion of ampli-
tude effects though in a more complex way. Even the resolution
into components itself is important in mixing the modulation
components. The components of the field under phase modulation
of deviation, ®, at frequency, v, are expressed for a general
orientation by

JHi = Hgylays cos & sin(®d sin vt)

+ a1» sin & sin(d sin vt) + aiz cos(d sin vt)] (11a)
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JHo = Hylazy cos & sin(d sin vt)

+ app sin £ sin(® sin vt) + azs cos(d sin wt)] (11vp)

JHs = H [agy cos ¢ sin(d sin vt)

+ azs sin £ sin(d sin vt) + azs cos(d sin vt)] (11c)

where _Hi, ,Ho, and ,Hz are the components of the field in the
~ system, and the ajj are the elements of the matrix, given in
eq. (10).

It is to be noted that linear mixing of the various side band
tone systems depends on both the orientation of the plane of polar-
ization of the wave and the orientation of the spacecraft as
reflected in the elements of the transformation matrix, ajje
The terms in egs. (11) are recognized as the usual expressions
encountered in phase modulation. The carrier is suppressed and
JHi, Hz, and ,Hs contribute combinations of odd and even har-
monics. The amplitudes of the side band tones are given by
Bessel functions of the first kind, utilizing the following

expansions:

[v el
. . = . J-2
sin(® sin vt) 2211 J2n+l(5)51n(2n + 1)vt (12a)
n=-o
o0
cos(d sin vt) = J,(3) +22§; Jén(b)cos 2nvt (12b)
n=-o

When these are inserted in egs. (11) it is recognized that for the

most general orientation of the spacecraft, each of the component
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magnetometers measures a spectral complex consisting of linear
combinations of odd and even terms with corresponding Bessel
function amplitudes. The spectrum of each of the expressions
given above is shown in fig. 8 for the case chosen of a maximum 2

ig.
phase deviation of 1.5 radians corresponding to a large M fvén :
wave which causes an instantaneous variation in field direction
of ~m/2.% Also it is assumed in this figure that a wave train
exists with a single frequency given by v. The number of sig-
nificant side bands depends only upon the phase deviation and
therefore the total bandwidth encompassed varies directly with
the phase excursion frequency; that is, the separation between
side bands varies with v. Since the modulation is about zero
frequency, i.e., the static field, the field aligned spectral
components are even functions; fig. 8 represents terms which
when folded add to double value in the positive frequency
domain. When the power spectra are considered, only the posi-
tive frequency domain is present. The components from the
negative domain are folded about zero frequency. Mathematically
this follows from the odd and even order Bessel functions being
of odd and even symmetry, respectively. Thus in egs. (12a)

and (12b) the expressions are seen to be even for each case.

*In all expansions discussed in this section the frequency
domain is taken over -w < w < o for reasons of symmetry. The
practical case of measurement discussed in section T reverts to

folding about w = 0 since laboratory frequency analysis precludes

w < 0.
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In the event that sufficient power is available in the
side band structure for detailed analysis it becomes evident
that field orientation information can be derived from the
relative amplitudes of the even and odd side bands. These
determine the orientation of the figure axis of the spacecraft
with the direction of the ambient field. Regarding the sup-
pressed carrier condition, it is seen by examination of
eq. (12a) that since the signal spectrum is expanded about zero
frequency, the carrier is nonexistent for the odd harmonic
series. However, carrier suppression for the even series can
also occur when the field is deviated by 2.4 radians which is
the first root for J,. Zeros for the higher order functions
would be physically unreal and are therefore not discussed.
Even deviations of 2.4 radians seem unlikely for a physically
real Alfvén wave as the field would have to be folded over on
itself.¥ We now write the complete expressions for the field
components for the three axes for arbitrary orientation of

the spacecraft. From egs. (11) and (12) they are

00
JHi=Hy{|(@11 cos & +aiz sink) X2 Z‘ J2n+l(6)sj_n(2n+l)vt
n=-co
+ ais |Jo(d) + 2i I p(8)cos 2nvt (13a)

==—00

*The restriction in angular deviation would not necessarily
hold for the case where aperiodic changes in direction of the
field occurs as where tubes of opposed polarity swept across the

spacecraft.
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Q‘I
JHz = Hy{(azy cos £ +app sin £)X 2 24 Jén+l(6)snﬂ2n-+l)vt
n=-co
=
+ ass JO(6)+EZ Jzn(S)cos 2nvt (13b)
n=-—oo
o0
JHa = Ho{(ag1 cos & +agz sint)X 22 Jon+,(®)sin(@n +1) vt
nNn=-x
&
+ aas JO(6)+22‘ Jopn(8)cos 2nvt (13c)
n=-w

These are the most general expressions for pure Al fvén wave
modulation. Below about 0.3 radian deviation the side band
structure collapses to two lines given by the terms J;. Thus
for small amplitude Alfvén waves the modulation spectrum is
barely distinguishable from that produced by simple scalar modu-
lation of the field. The separation of the side bands is still
given by the modulating frequency. The even order series of
terms vanishes and the scheme becomes especially simple. The

only feature distinguishable from the scalar modulation is that

the upper and lower side bands are in phase opposition, and

modulation represented by the even series vanishes.

It is anticipated from the foregoing discussion that the
internal bandwidth requirement for nontruncated detection
of vector modulation can be greater than for the scalar

case when the modulating frequencies are identical.
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The guiding parameter is the total excursion in phase of the
A fvén wvave which, in the language of modulation theory, is
the phase deviation. As the modulation frequency is increased,
the side band structure will expand over the frequency domain
but the number of relevant side bands is uniquely determined
by the phase deviation. It is not expected that for Alfvén
waves that this will ever exceed three side bands.

The situation is more complex when tubes of force which
have skewed or opposed polarities sweep across the magnetom-
eter. For, in this instance, the instrument sees a time rate
of change whose spectrum is to be represented by a Fourier
integral.

4.2 The Circularly Polarized Mode

This case has no essential differences from that discussed
in the last section except that the time variation in ¢ now
becomes important enough to warrant consideration of the mixing
of this tone with the spectrum from the vector modulation.
Earlier the angle of the plane of polarization was assumed
nearly time invariant which was taken to include slow rotation
of the plane of polarization.

For simplicity it is assumed that the spacecraft is aligned
with the preferred direction of the field; that is, one of the
axes, say ¥*s, corresponds to the ambient field direction.

For the wave propagating above the gyro cutoff, é is equal to
the gyro frequency for the ions under consideration, which we

take here to be protons. The components of the field in the
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(R1,%2,%3) set are as in egs. (12) with € periodic. The

signals from the %1 and %2 sensors are in gquadrature as are
- - ->

the components, Hjy and Ho. The field component along Hs 1is

fixed and represented in egs. (13) by collapsing all the terms

to zero except Jgy. From egs. (13) it is seen that terms of

the type

cos £ sin(2n + 1) vt
and

sin ¢ sin(Pn + 1) vt

are generated, respectively, for the H; and H, signals.
Thus ¢ Dbeats with an odd harmonic spectrum, generating addi-
tional side tones. The final side band composition is formed

from the expansions of egs. (13) and are

JHi o= Hy Z Ton+,(8) X {sin[(2n +1)v + ]t +sin[(2n +1)v - E]t)

(1ba)

and

o = Ey ) Janaa®)X {eos[(2a+ 1)y - Elt -cos[(2n + 1y +41t)
n=-w

(1bv)
The ,Hi signal is composed of line pairs above and below E,
spaced at intervals of *(2n + 1)v while _.Hs contains side
bands of the same form but with phase in quadrature with the
~Hi terms. The meaning of these expressions is straightforward.
The amplitude of the side bands is given by the J2n+l terms
and the side band phases oscillate in quadrature with respect

to the field components along each of the axes. The two sensors
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have a side band relation displaced by ﬂ/2 since when the
X1 signal is peak, its rate of change is zero while that for
the X, sensor is a maximum. The vector sum of each of the
side band contributions from these two sensors has constant
amplitude and contains only the angular frequency (2n + 1)v.
(See fig. 9.)

fig. 9
4.3 Modulation of the Search Coil

The apparent simplicity of the search coil as a field
detector is subject to reconsideration in the presence of a
hydromagnetic radiation continuum. This instrument as orig-
inally used measured a projected value of the ambient field
together with time variations. The ambient field could be
detected as a carrier tone since the coil was used with a
rotating spacecraft. lLater usage has employed attitude sta-
bilized craft, resulting in a simpler measurement problem.

For the spinning spacecraft, the problem of measurement
of field variations is compounded by the combination of
differentiation inherent in the detector together with the
rotation of the spacecraft. Since this subject has been
explored earlier, only the principal results will be dis-
cussed here [T7]. They have special interest since the dif-
ferentiation process introduces an apparent phase modulation
in the presence of a strictly scalar radiation field. The
inverse process alsc takes place when the field contains only

V4
an ensemble of Alfven waves.
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Utilizing the coordinate systems specified earlier, the
voltage output from a search coil spinning in a field con-
taining time dependent terms along all resolved components
is given by*
€ = —[ﬁ')f_ cos @ +H§~_e sin ¢ + w(-Hi cos 6 sin ¢ +H§e cos 6cos @

+ HY sin 6)]cos wt
—[—ﬁ§ cos 6 sin ¢ + Ha cos 6 cos o + BY sin 8

- w(Hy cos ¢ + Ha sin ¢)]sin wt (15)

where the angles, ¢ and 6, are those defined before and H?,
HS, and Hg are the components of the disturbance field which

together with H, form the total field

E = (H, + ED)X, + B + 823X, (16)

in the magnetic set where the ambient field lies along K.
The mixing of modulation is illustrated most simply if we

assume that 6 = @ = O. Then the signal amplitude is given

by
le(e)|® = (EDZ + (E5)2 + o? [Hy + (E5)2] - 2uH S + 2w i3
(17)
and the phase by )
¥ = tan~t H—;—_—ﬂl (18)
BY + oHE

It is to be noted that mixed modulation appears in these

formulas. For example, amplitude modulation is present when

*It is assumed in the discussion of this section that the

turn-area product of the coil is unity.
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ﬁi = 0 and phase modulation when ﬁ; = 0, the former
corresponding to the case where amplitude variations in the
field are absent and the latter where phase variations asso-
ciated with Alfvén waves are absent.

The phase modulation of a pure compressiocnal wave is

given, from eq. (18), by

Vo= tan‘l[ﬁﬁ/w(Ho + H3) ] (19)

A specific example of probable phase modulation due to an
amplitude field taken from an early space probe flight [8]
is shown in fig. 10. It is possible to assign the originating
fig. 10
signal to a scalar time dependent field in this case since

eq. (19) shows a dependence in the denominator upon the ambient

field; thus, for fields where the arbient value, ﬁb, is suffi-

ciently large, as in the case of the data of fig. 10, it becomes

possible to assert that the inverse (i.e., an initial phase

modulation) could not have been responsible for the Jjoint modu-

lation of the signal.

For search coils it is possible to remove the ambiguities
associated with differentiation by driving two coils in quadra-
ture. This is shown as follows. From eq. (15) the two quadra-

ture signals are given by

A% + uHA (20a)

m
1]

and

€. = Ha - wHj (20b)
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These expressions being linear differentials can be solved

simuitaneously, yielding

Hi = (g - wep)/(s2 + w2) (21a)
and

He = (e, + weg)/ (52 + u?) (21b)
where

s = a%/at?

5.0 Multirate Switching and the Generalized Problem of Alias

From the cases of modulation discussed earlier, especially
vector modulation, it is clear that for accurate and undistorted
reproduction of large amplitude Alfvén waves the bandwidth
extension becomes far greater than for simple scalar modulation
of the magnetic field. Truncation of the side band structure
in order to satisfy the requirements of the sampling theorem
can lead to distortion from the elimination of significant side
band energy.

Under the simple conditions imposed by periodic sampling
the application of the sampling theorem to band limited data 1is
straightforward. When multirate switching is employed, the
sampling problem is greatly increased in complexity. Such
sampling is commonly found where data channels are time shared
between experiments. That is, the signal channel is alternated
between several data sources, with the result that each may be

sampled at a high rate for a short time followed by a period of
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quiet while the channel is turned to another source. The
fundamental result of multirate sampling is to complicate the
foldover problem greatly as will be brought out later.

5.1 Single Rate Sampling

As a prelude to the multirate case, we now review the
simple pericdic switch. The switch function is represented

by the sequence of deltas

jos]
5(s) = ) olt - nmy) (22)
n=-—co
repeated at the basic time, T;. The Fourier transform is the

analog of the time function in the spectral domain

o0

G) = ) B - mug)  ug=2E (23)

n=—oc

Given a sampled time series of data represented by f(t), the

spectrum of the sampled data is then represented by

Flw) =

e

%_l. Plw - nws); wg = o (24)

—00

n

which means that the original spectrum is duplicated at inter-
vals of 2xn/T1 and bears little resemblance to the original,
except for the form of the replicated spectra. The function
F(w) is shown diagrammatically in fig. 11. Aliasing arises when
fig. 11
the data spectrum is extended so that overlap takes place. In

particular for real systems, low pass filtering is employed so

that the overlap between the lowest two spectra is not significant,
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although in principle bandpass filtering about higher frequency
replicas of the original spectrum would yield the same limjita-
tions upon folding. It is clear that the faithful reproduction
of hydromagnetic waves must take into account the folding proc-
ess, and that simple band limiting to guard against overlap may
result in side band truncation, especially when a complex PM
spectrum is present. If the system is designed for scalar
modulation cutoff at some frequency, v, aliasing will be elim-
inated at the potential risk of vector modulation side band
elimination and distortion of the final signal for A1fvén waves
of frequency ~v, unless allowed for in the design. For the more
complex case, for example, where spin modulation is superimposed
upon a complex PM spectrum, spectral folding can cause distor-
tion as spectral components from n >0 may fold into n =0
even though band limiting is carefully considered.

Since the sequence, g(t), represents an idealized case
where all the Fourier coefficients are of equal amplitude, the
spectrum extends to infinity. In the real instance, finite
width pulses are employed (fig. 12). Then the coefficients are
altered according to

oo~ f; S ein @
1
where T 1is the pulse width and T; the repetition time, and

the spectrum of the sampler g(t) becomes

=]

) = + sin zkr/T;
G*(w) kZ Y —_M 5(w - kuwg) (26)

fig. 12
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where wg = 21/T1, and we call the finite width sampler, g*(t).
There is no special significance to this result since interest
centers on the lowest frequencies and generally the forrula
with constant coefficient suffices.

5.2 Multirate Switching

This problem is dealt with by one of two methods. Either
the second switching spectrum,* which is now introduced, is
taken as a modulation of the original singly periodic function,
g(t), and the spectral forms are combined, or the function
g(t) is decomposed into separate parts whose phase relation
is considered. In either case the essential question to which
the discussion is addressed becomes the foldover modification
to the low frequency domain of the spectrum.

It is desired to find the Fourier transform of the doubly

sampled function represented by
[£(t) - g(t)lg*(t) = £(t) * g*(t) (27)

where g(t) and g*(t) are defined in the previous section.
(The switch with finite pulse width, the burst function, is
taken for the function which interrupts the sampling given by

g(t).) The functions f£(t), g(t), and g*(t) are delineated

*In the following discussion, g(t) will occasionally be
referred to as the sampling function, and g*(t) as the burst

function.
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for the time domain in fig. 13. According to the convolution
theorem the transform of two functions equals the convolution
of the transforms. Applying the theorem to the present case

where the periodically sampled function, £(t) * g(t), is modu-

lated by the burst function, g*(t), one has

[£(t) * g*(t)] £(4) IxGlg*(t)] = F(w)*G*(w)

[j; Flo - A)a*(A)dA (28)

Substituting from eqs. (2%) and (26) we have*

[: T—-lli F(w—nws—Aﬂ

n=-cw

sin akr/Ts Drk
211 <:é;> nkr /Ts <: j) (29)

With the assumption that proper convergence is observed for

Fw)*G*(w)

the sequences, the summation may be removed from the integral

and the integral reduces to

wa Flw - nwg - A)6<: Eff>dA F(w - nwg - kwr) (30)

where wg = En/Tl, Wy = En/Tz, and Ty, T2, T refer, respectively,
to the sample period for f(t), g*(t), and the pulse width for

the switch, g*(t). Then

*In the multirate notation two periods, T and Tz, appear
for g(t) and g¥(t), respectively; therefore, in writing eq. (27)
using eq. (26), we must consider the time interval Ti given in

that equation as our new Ts.

fig.
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0

kT T

n——m e (31)

The terms ahead of F represent a modulation of the familiar
form given by the tabulated function sin x/x. This is now a
doubly modulated function for which each value of the variable
n summation takes place over all values of k. Conversely,
one can take the opposite point of view and sum over n for
each k. Which choice is made is a matter of convenience
arising from the relative periods, Tj and To. For the case
at hand, To >> T, and one finds that the original replication
of £(t) at intervaels of T; now occurs for all values of k.
It 1s clear that what has taken place is to replace the
replicated spectrum shown in fig. 11b by a new infinity of
replications. For each n, k ranges from -o <k < x. How-
ever, the modulation from sin Xx/x becomes important and
suppresses the lines corresponding to the higher values of k.
For simplicity fig. 1% shows only the spectral lines corre-
sponding to the multirate switch g(t) * g*(t). This displays
the multiplicity of lines which are generated. The case
taken is for T/Ts = 0.25, which is for a burst function,
g* having a duty cycle of 1/k.
Next we turn to the application of the above switching
spectrum to a data function, f£(t), which is arbitrarily band
limited according to the singly periodic Nyquist limit given

by the heavy line in fig. 15. Here a simple monotonic function

fig. 1L

Tig. 15
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was assumed for the original data spectrum. The duty cycle

for g*(t) is 0.25 as before so that every fourth line is
suppressed. Further, the ratio of repetition frequencies

T1/To = 8 so that the second order (k = 5,6,7) for n = 0

lies in the domain covered in the lower figure. These spec-
tral components are not shown because they would further
complicate the diagram. We have also not shown the inversion
where negative frequencies are folded over the positive domain.
Clearly, for the spectra not centered on zero, further compli-
cation would ensue. Therefore, the figure is to be taken as

a lower bound on the folding problem. The region of interest
is picked by the original constraint that the original periodic
(T1) folding limit be observed. Attention is directed to the
two basic types of alias which take place. The zeroth order
folding about n = 0 1is shown in the upper figure and results
from the shifting of secondary spectra generated by k = 1,2,3.
Since all the energy comes from multiplets of n = 0, it is
apparent that this becomes a basic property of multirate
switching. Actually the same argument applies to the first
order shifting for the multiplets of n = 1. In this case
much of the energy resides above the intrinsic singly periodic
Nyquist limit and does not enter into the pass band. However,
some energy is folded down and must appear in the data band.
Little can be done to eliminate folding from the multirate
case unless the multiplet structure is collapsed. This can

only take place when the repetition frequency is decreased;
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in the limit this frequency approaches the original singly
periodic rate. The actual error introduced into the shape of
the spectrum depends in an important manner upon the true
spectral function of the data. Thus it becomes impossible

in a self-consistent way to determine the spectrum from the
aliased case.

Some general rules can be found from the above discussion.
Decreasing the duty cycle may be helpful since this factor
enters in the amplitude of the multiplet structure. However,
higher order multiplets appear within the domain of n =0
and the first zero of the subsidiary structure is not attained
gquickly. Thus, although the amplitudes of the multiplet
spectra are reduced, the terms damp more slowly. The other
variable at the disposal of the designer is the sampling ratio
for the functions g(t) and g*(t). As indicated above, this
implies turning on the basic periodic switch, g(t), less often;
this is at the expense of information rate. In this instance
the multiplet structure shrinks in the frequency domain and
higher order terms of both positive and negative sign, accord-
ing to the value of sin x/x, appear within the data band.
Some cancellation of terms will take place, and since the
higher order spectra are down in amplitude, they will not
make important contributions to the final spectrum.

The situation found for the double rate switch is mathe~
matically similar to Fraunhofer diffraction and appeal may

be made to physical optics for an analogy. In the earlier
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discussion of spectral folding, the higher order contributions
to sin x/x were ignored so that the pictorial representation
would not become forbiddingly confusing. Actually, the inten-
sities of these maxima are not especially important to the

folding problem as they are distributed in the following way:

Tk_z Maximum
0 1

% (2/37)%
2 (2/57)2
% (2/77)%

5.3 The Switching Function in Vector Space

Before turning to the simulation of the concepts discussed
earlier, an alternative representation of the switching function
is given here. This will provide a direct means of measuring
the amplitude of the various terms in the switch spectrum. It
also facilitates the view of the relative importance of the
different contributions toward a particular spectral component.

In the framework to be discussed in this section, the
basic argument employed is the shifting property of the Fourier
transform. In the language of communication practice we con-
sider an interrupted set of sampling pulses as given in fig. 16
which shows J equi-interval pulses followed by a blank period,

corresponding to the earlier case of double sampling where the

fig.
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periodic switch g(t) was modulated by the burst switch,
g*(t). The J samples are contained in the time jTj
and the basic repetition rate is given by the period, Ts.
The sampling pulses are taken in the narrow limit so that
the sequence is represented by eq. (22).

Now consider the case where g(t) is replaced by a
sequence of functions each of the form g(t) but time shifted.
Thus Jj = 1 represents the first term of a sequence of deltas
repeated at intervals of To. Each of the remaining pulses
in the series J 1is also the first member of a new sequence.
What we have done is merely to sum the sequence, g(t), differ-

ently as follows:

00

8(t - A-nTs) + « « « + Z 85(t - jA - nTs)
1 n=1

g(t) =

[>1s

i

where the repetition interval T,; is replaced by To, @A is
the time lag for the gqth subsequence where 1 <q < j and

A < Ts; therefore

J o0
g(t) =z Z 8(t - gA - nTy) (32)
d=1 n=1

From the shifting theorem the companion transforms are given by

o0
' i N 2l Jjow
Y }; 5(w - nws)eZﬂlAw + 00 .+ 24 8(w - nwg)e

n=-co

G(w)

(33)
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where q and A are as defined in the case of g(t).
Therefore each spectral line from each of the sub-sequences
has a characteristic phase. It is the vector addition of

the contributions from the different sub-sequences to each

of the spectral components which determines the relative
strength of that line. Thus for the cancellation of certain
spectral'components from the switching spectrum it becomes
clear that the procedure to follow is to make all the contri-
butions from the different sub-sequences cancel.

It is possible to represent these contributions by a
vector plot which will be unique for each of the spectral
components. An example is given in fig. 17 which shows the
distribution of components from the different sub-sequences.
The problem is similar in certain respects to that encountered
in the simple theory of diffraction. It is seen immediately
that for cancellation of a certain spectral line, the vector
distribution over the circle of radius 1/T; must be uni-
formly dense. Further, the largest contribution to a spectral
line takes place when the vectors are distributed over one
quadrant or less. Distribution over more than one quadrant
tends to damp the net strength of the line. BEach of the har-
monic components in the total spectrum is determined by its
vector diagram in like fashion. Since the contributions
become periodic in times greater than To, it is necessary

only to consider the contributions generated from the first

fig.
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menbers of the train of sub-sequences. In the synthesis the
reordering of g(t) into sub-seguences means that for each
sub-sequence the characteristic time becomes T- rather than
Tae

In the representation given in this section, the funda-
mental view is that one begins with a sequence having a char-
acteristic time, T; and removes first one pulse at a repetition
period of Ts. This immediately introduces spectral components
at the frequency characteristic of Tz, namely 2x/To. These
components shrink or grow according to the arguments given here.
The relative magnitude of the variocus contributions to the total
spectrum‘can be obtained by a simulation as is shown in fig. 18
which gives the events when a periodic sequence is interrupted
by removal of members of the set whose basic frequency is
5 in arbitrary units. A new periodicity equal to 1/5 is
introduced.

6.0 Sequential Vector Sampling

So far all the erguments developed have tacitly bypassed
the fact that measurement of magnetic fields is customarily
carried out by sampling the three components separately. Any:
proper measurement will, of course, require that both the field
magnitude and direction be known so that three quantities are
required in the general case, whereas the earlier discussion
assumed that & scalar time series was involved in the data

transformation process.

Tig. 18
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It is assumed first that we are dealing with a time
stationary spectrum and that aperiodic phenomena such as
sudden changes in the field are absent. Later the transient
case will be considered. For the purpose of this discussion
the magnetic field is divided into three orthogonal components
whose values individually are given as three time series linked
by the field equations. Sampling of each of the component time
series is taken to occur as before, using g;(t) where
i=1, 2, 3. The switching functions g» and gz are shifted
in time, respectively, from gj3 by T3 and 2T;3.

In the limit of periodic sampling, measures are taken at
the rate 2n/Tl; however, for any one component, the frequency
interval is 2n/3T1. In the other extreme, an additional
modulation or blanking function g*(t) is added to the ensemble
where the on-time for g* is arbitrarily teken to be 3T;.
This corresponds to sampling the total field at intervals Ts,
each sample comprising the three components separated by inter-
vals of Ti. (The addition of more samples during the on-time
of g* would lend little to the discussion and is therefore
not considered.)

For either of the two limit cases proposed, the sampling
is divided as in the last section into sub-sequences, each
sub-sequence representing measurements from only one sensor.

It is clear then that the basic sampling rate for each sub-

sequence is given by 25n/Ts independently of T3 and that
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the latter quantity has no bearing on the proper value for

Nyquist band limiting. Further, if this alias-free limit is

to be observed, then, for either extreme given above, the

Nyquist limit categorically removes the possibility of sample

error due to nonsimultaneity of sampling. This would clearly

not be the case if the constraints stated before were violated.
The correlation functions or convolution integrals are

related to the transforms in the following manner
o0
o Bi(0)Ey(7 - t)at = FIE, (£) IFLH,(+)] (34)

where Hy, Hj, and Hy, are the field components and F repre-
sents the Fourier transform. It is not possible for the band-
limited correlations to be affected by the switching sequence
for their associated Fourier transforms are band limited by
the alias-free requirement. Thus sequential sampling is
allowed without data distortion under the guidelines laid
down above. This in no way absolves the earlier limitations
regarding multirate aliasing. The allowance of sequential
sampling in the presence of multirate alias and band shifting
requires examination but is outside the scope of this paper.
We now turn to the case of transients in the field. It
is simplest to take the case of the step function. We must
define the step according to whether it is a change in the
magnitude or direction. The step will be taken to be a contact
surface such that the magnetic field can excite a jump in

magnitude for the simple case where no change in direction
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(skewing) takes place. The component measures of the field
all vary together and are linked simply by the resolution of
the field. Thus the response of the three detectors will lag
in time according to eq.(32) and their transforms by the phase
as expressed in eq. (33). The important thing to observe is
that the time domain is apparently reversed because the last
detector to see the discontinuity becomes that reading the
signal nearest the origin. Because of the phase shifts in
the spectra, the contributions from the three sensors must
be combined by observing the complex coefficients of the
Fourier integral of the discontinuity. Thus, for example,
the net amplitude spectrum is computed using the complex
arguments. However, again as before, if the Nyquist cri-
terion is observed, impeortant contributions to the spectrum
cannot be generated in the domain where phase shifting is
important. For the low frequencies below the Nyquist cutoff,
the phase shifts become small and the contributions from the
three components of the field tend toward zero phase differ-
ence. The error will diminish as the frequency cutoff is
lowered according to eq. (33). The allowable error in the
spectra is then the determining factor whether sequential
sampling is permissible.

7.0 Synchronous Demodulation From Spinning Spacecraft

In order to remove one source of modulation from data
obtained from spinning spacecraft, it is possible to demodulate

using an inertial or nearly inertial reference such as the sun.
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Such a procedure requires that the generation process contain
information which is in time quadrature. A particular example
applies to magnetometers wherein the sensors are so arranged
that they generate signals which are phased by 90°, as when
orthogonally positioned on the spacecraft. When the two sig-
nals are each multiplied by sine and cosine replicas of the
spin signal, the rotational modulation can be shown to cancel
completely with & reduction of the signal spectrum to that
obtained with inertially stable spacecraft.

It can be shown easily that an arrangement as given in
fig. 19, where both the sine and cosine outputs from magnetom-

fig. 19

eter sensors are each multiplied by sine and cosine terms at
the spin frequency, will suffice to remove the spin modulation
from the signal spectrum [9]. Simulation can be made
using an analog computer where the machine is fed a set of
guadrature signals which functionally represent that obtained
from a set of orthogonal magnetometers rotating in a static
field. To the input are then added either or both amplitude
and phase variations which represent the physical situation
where compressional and/or A1fvén waves are present. Such a
simulation demonstrates that any frequencies associated with
field fluctuations are recovered even though they may extend
through and beyond the spin frequency of the spacecraft. The
primary restriction becomes that of the internal bandwidth of
the demodulation system. This must be able to transfer fre-

quencies well beyond those representing the variations in the

field because of the generation of a rich side band structure.
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In figs. 20 through 22 are shown the sensor output from
one axis, the demodulated sine and cosine outputs, and the
associated spectra as determined from a wave analyzer. The
case shown is scaled up in frequency for convenience. It
represents an ALfvén wave having phase excursions of iﬁ/E
radians at a frequency of 5 cps superimposed upon a spinning
system with a rate of 16 cps. The appearance of these spectra
is different than those cases hypothesized earlier where the
negative frequency domain was employed. Thus in the present
case the spectra are found folded according to the way the
power is distributed. No loss of generality ensues but the
interpretation becomes less straightforward. Figure 23 shows
the Lissajou representation of the demodulated wave correspond-
~ ing to the vector or phase modulation of the original ambient
field.

Lastly, to demonstrate the recovery of signals under
extreme conditions, an especially pathological time function
was introduced into the computer. In this instance the spin
frequency was half that of the modulation. Both amplitude
and phase modulation were simultaneously superimposed upon the
static field. The frequencies were identical for reasons of
simplicity of recording. The amplitude variation varied the
base field from zero to 2B, causing extreme variations. The
phase variations were through tn/2 radisns. The impact of

such extreme excursions upon the field is shown in fig. 24

figs. 20
fo 22
fig. 23

Tig. 2k
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which is a Lissajou figure of the signals taken from the output

of the quadrature sensor simulators. The undriven signal would

have been circular, representing the rotating field. Single

axis waveform is shown in fig. 25 and the original input repre-

senting the nonrotating field is shown in fig. 23, which accurately S
represents the output of the spin demodulator system. Thus,

complete recovery of this pathological signal at twice the spin

frequency was attained.

Demodulation of the type discussed here need only be carried
out on the spacecraft when the maximum bandwidth is insufficient
to transmit nontruncated signals to earth. From the earlier
discussion, it is clear that spurious signals can, in principle,
always be generated over a restricted range in frequency for
any system. To avoid this it is essential that space demodu-~
lation be employed.

8.0 Conclusions

The general problem of the correct reproduction of the time
series created by signals from magnetometers which detect
hydromagnetic radiation together with the correct specification
of the spectra of such fields is found to place two general
constraints upon the design of magnetometer sensor systems.
These have to do first with the generation of modulation from
the beating of the signals with the spin of the spacecraft in
the event the latter is stabilized by rotation, and secondly
by the process commonly employed where the telemetry system

is shared in time multiplex fashion between several experiments.
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It is obvious that simple design constraints can eliminate
these problems. However, the conceptual simplicity of these
constraints is not usually met in practice duvue to a variety
of circumstances mostly having to do with weight and communi-
cation limitations. To eliminate the problem of spin modula-
tion of either type discussed in this paper requires merely
that time quadrature signals be returned from the spacecraft
and demodulated synchronously at the receiving station. The
scheme shown for use in spacecraft is equally applicable on
the ground. Generally such a practice cannot be carried out
because of communication limitations; that is, the signal
bandwidth is insufficient to transmit the side band structure.
It is clear that demodulation aboard the spacecraft is more
economical of bandwidth in any instance. Further, the gen-
eral requirement that quadrature signals be available is
mandatory for demodulation either on the ground or in space,
irrespective of the available bandwidth. (For search coils
the requirement of quadrature sensor signals is present for
any frequency as a result of the inherent differentiation.)
For vector or Alfvén wave modulation, the problem becomes
more complex. A practical rule to observe is the employment
of synchronous demodulation whenever a hydromagnetic radiation
field is expected to be encountered.

In regard to the second basic problem posed, that of

multirate sampling, here the general rule to observe is to
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periodize the data sampling procedure and employ buffer

storage in the event that the telemetry system is time shared.
The other recourses are either to adjust the switching functions
for minimum tolerable folding, which is expensive of bandwidth,
or to use multichannel telemetry such as the classical FM/PM
system employed in early spacecraft.

As noted early in this paper, questions generated by the
existence of spin modulation apply equally to other forms of
data collection where angular scanning is employed and physi-
cally real conditions exist for the presence of data frequencies
that encompass the spin rate.

In conclusion it should be pointed out that the most gen-
eral type of radiation field will be composed of a mixture of
Alfvén and magnetosonic waves. Under the assumption that the
system response is linear, the side band structures from the
different types of modulation can be linearly superimposed.
Since the amplitude spectrum contains only two components which
are phased with the carrier and these are of the same frequency
as the first two side bands from the vector modulation, the
spectral components merely add algebraically. The final modu-
lation is made asymmetrical but is unfolded in the spin demodu-
lation process. Therefore, so long as linearity is preserved,

the mixing introduces only academic considerations.
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Lastly, although the problem of the spectral content of
hydromagnetic signals can be dealt with in a straightforward
menner by calculation in the spectral domain, inversion back
to the time domain in which measurements are carried out
becomes difficult because of the loss of phase information
when transforming. Phase 1s not recovered by the inverse
transformation. Though detailed investigation of short
swaths of multisampled data is possible and deductions made
regarding wave properties, the problem of spin modulation is
still present for spin stable spacecraft and cannot be dis-
regarded even in the time domain.
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Figure 10.- Hydromagnetic spectrum of the earth's field at O - 7.5 radians
per second taken with a single search coil at approximately 7T earth
radii on October 11, 1958. Both the integral and differential spectra
are shown. It is suspected for the reasons given in the text that the
strong line at 5 radians per second in the phase spectrum (fig. 10b)
is due to pseudo Alfvén wave generation [8].

NATIONAL AERONAUTICS AND SPACE ADMINISTRATION
AMES RESEARCH CENTER, MOFFETT FIELD, CALIFORNIA




VINJOAITYD ‘01314 113440W "3IINID HOUVISIY SIWY
NOUVHUISINIWGY 32VdS ANV SIILNYNO¥IV TYNOUVN

e1-1¥vPeE-V

+geTTe owos sAeTdSTP UMOUS 988D SYJ, *3SBO JUTYOFTMS
UOT1OUNT BLTOP POZITBODPT oUl JO 9sBO U3 JoJ ®BIjoads pogeoTTdad ayj smoys aanJrF JsmoT *(23)3
‘uoryoumg TurTdwes oY} pur (3)J UOTIOUNT oYY JOJ UTBNOP SWIF S9I0USP a3ty aoddn -+ TT 2aM3TH

JNIL
OIIOT!

)
/
|

(m)d



VINOJNYD 'Q131 113440W ‘HIINID HO¥VISIE SIWY
NOILVIISINIWGY 3DVdS ONV SOINYNO¥IV TVNOUYN

eT-1¥PveE-V

T oSwl3 ST TBAJISJUT
osoysn ‘(m)H ‘uyojIms OTporaad ayjq JO TBAISIUT 9Y3 WOJIF 3T YeTNIUTLSTP 03 ©SI POTadBT ST
TEAI1UT UOT30ouNJ 2A0Qe aU3 (TE) Udnoays (g2) -sbe JutdoTorop UauM T ST Teatsqur asTnd
sU3 oan8TI STYL UT 1BUYL 930N -umJazoads oTpoTaadraTnw sy} SOATS YoTUM aousnbss & saonpoad
“(m)p ‘yogtms orporaed SYF YFTM UOTIOUWNI STUZ FUTATOATUO) °* :.H.H_\kvﬁhv\?&\._.ﬁ qﬁm:?a\kv
wIo) oyy £q peoreTnpow oae soseyd pue sepnaTTduwe YL * (UOTIOUNT pwhborv

sosTnd YAPTA 94TUTI JO UTBIF 93TUTIUT Ue JO SUTISTSUOD dousnbas Y3 JO unaqoadg —-+gT 2In3T4q

oy




VINYO4NYD ‘G4 LI3HOW '33INID HONVISIA SIWY
NOIVHISININAY 3DVdS ONV SOLUNYNOUIY TYNOLYN

P1-19P¥e-V

+ 9980 91BITYTNW TBISUSS 273 JOJ SUOT1OounJ JUTUOFITMS pue TeBUSIS oYyl ~-*£T oanSTd

1 ] >

| |4_:_‘l (1)
TTITTTTTTITITTTIT

(+)b

OF

»



VINFOHYD ‘@13l 113440W '¥IINID HOAVISIA SIWY
NOILVHISINIWGY 3D¥dS ONY SDILNYNO¥IV IWNOUYN

SI-1¥¥PE-V

ssAOQE 92U JO JOJJITW oYy ST 3T “UMOUS 30U ST STX® O oATqB3oU 9yl °G2°0 ~ N_H_\k
JOJ ST uMOUS 9s®D oYl -opn3TTdwe SUTT S3031J8 YoTUA TesJoasx oseyd LeTdSTP ssnTBA PIPUSIXD
ATTeny0oy  *£QTIBIO JIOF x\x UTS JO SoQOT 3SJITJ U3 ATuoO BUTMOUS goTqeIausld 3oTdTATNWN —*HT 23T a

122 P A
A

me- ﬂ_v
h — _
2=Uu




YINSONYD ‘0113 L133HOW "d3INID HOUVISIH SIWY
NOILYHLSINIWAY 3DVdS ANV SIILNYNOUIY TYNOILYN

91-1PPPE-V
T = u JoJ joTdraTnw SAT3BI0U
PITUY aUg ST €- ‘T = ¥ ‘U ‘8T geu3 ‘wnagoads ay3 JO JoPpJo aUG 93BOTPUT £3dTIOsSqns aYf
‘UMOYS 20U OSTB I8 ( = U 9Jnoge saTousnbal sAT4B8I0U 3UF JO UOTSJISAUT YL *UMOYS S2UTT
aya uodn pasodutasdns g pue 2JnBTJ JSMOT 8U3 UT STT pTnom L3yl °UMOYS 30U aI8 (Q = U JOJ
s3oTdT3 TN JOPIO-PUODSE Y], °*0J3Z ST SUTT UamoJ LJoas 3B8U3 05 (2°0 ST ¢(3)x8 ‘uoTyeINpOW
18Jnqg oyl J0J oToLd Aqnp ayf *9%BI 4sJang sy3y &I pue Teaxsqut JurTduss orpotaad sy3 st TJ
aJauM NB\AE T sarousnbaJgl uoTaTsodsol JO OTaRI oY} aJays uoTjoung JulTdues oTpoTssd oTanop
£ J0J UOTABINSTJIUOD BUTPTOJ U3 Jo umagoads Byep TeoT3oujodiy ® J0J UOTFONIFSUODSY —-*GT oan3td




VINJOJYD 'Q131 113440OW ‘33INID HIAVISTH SIWV
NOHVALSINIWGY 3D¥dS ONV SIILNYNO¥IV IVNOIVYN

LI-T9PPE-V

*gosTnd BUTyoqTMS JO UOTANQTJIASTP SWIL
oUq smoys oanBTJ JomoT syuetd [ - T £q pamoTTol soTdwes [ Jo quswuSTsse TeOT18U30dLY
® Surtmoys 3Jexoooeds ur pekorTdws sk UOTINQTIFSTP LI3swWSTs) PIBPUBLS B J10J 3BWIOS —*gT 2aIn3Td

i

2 1 7 -7 FY|
-‘J J‘
hn_mm _

"’

~
~

I L7 SRR BN
(\.\I\w /\.\/\/

J

{

\

\ o o o S+ | 141
) s




YINYOAITYD ‘QTII4 LI3JOW 'NIINID HIUVISIY SIWV
NOIIVHISINIWGY 30VdS ONY SOUNVYNOUIY IVNOLLYN

81-1v¥e-V

‘Xz OTNpoW SsWOOaq PueB

spuedxe $JI0909A JO UCTINGTJIISTP oYL ‘Poseatour ST SUTT TBIFoads oUy JO JopIo 8UYy Sy *ausuocd

-Wod TBJIYOads YowS J0J PaJInbad ST oTOJTO JBTTWIS ¥ °m  KAdousnball oU) 48 SUIT TBIoads syl 09
SUOTINQTJIIUod JOo T /T sntpel JO STOITO aUJ U0 UOTINATJIISTIP SUF J0J WeISeTpP J0309A -°LT omITd

A




VINIOJYD QW L13430W “UILINID HOAYISI¥ SIWY
NOILVIISINIWGY 3DVdS GNY SDILNVNO¥IY TYNOILYN

81-1¥hvE-V *Teut8tIo 8y} Jo §/T

£atotpotraad oTseq B SurawsT ‘G JO MO 4 JO TeAOWSI oY} IO0J ST qseT aya pue sasnd € pue g JO
TeAOWSI oY1 J0J oJ' S9s580 SUTMOTTOJ oy *sourT Lousnbaly JemOT Y3 JO UOTIONPOIIUT oY1 sasneod

sty cosTnd UAITJI LIsas JO TeAOWSI aU3 Aq PaBUBYDO US3Q SBY ¢ = o 1e LyToTpotaad TBUTITIO

oUq. aJoaym osBO 8l sjussaxdaa aandTy doa Sy SUTBIL asTnd pejdnagsqur Jo BIOsdg -°QT 2anITd

c/i=l
S bm €m cm Im

T _ -

gr2:=L -

v

gre=l -

30NLITTdANVY 3AILVI3Y

g/p =l -

y
—
—
|




VINSO4TYD ‘QY3ld LI3HHOW ‘§IINID HONYISIY Sawv
NOILVEISINIWGAY 30VdS ONY SDIINYNOUIY TYNOILYN

0g-1¥Pve-v

*J0%re10usld asTnd tmg 9IeIosoeds oYl 0% POZTUCIYOULS
dooT peyooT os8ud ® UGTA USATJIP ST JO}BRTTTIOSO 20UaIDJad 3YJ *JIo9319Wolouldem Josuss o383
XNTJ TBIXBTJIZ B UY3Ts osn JoJ warsds Jorernpouwsp Urtds © JO WrISETP ¥O0Tq PoTJTTAWIS -°6T om3Td

mmmﬂﬂ.._.._.__%% - AON3Y343Y
¢ .
¢ [ f——
¢-
} 2 HOSN3S
¢ - ¢
($-im)uls (4)H
. ImS0d
2 ON
dwv [+ ¢ ) |
1. imus | YOSN3S
——
any 2 mu_._m__hss_ o )|
Aﬂuhémoo (4)H




ROTATING SENSOR

OUTPUT C< / | |

T RAVAVAVAVAWAWS
OUTPUT <<<<<<

COSINE

83/\/\/\/\(/\/\/\/\/\2/

O .b .m _.N
TIME, sec

Figure 20.- Waveforms associated with the simulation of a spinning spacecraft in the presence
of an Alfvén wave with an angular excursion of +A\m. The upper figure shows the waveform
generated on one sensor and the lower two waveforms are those from both the sensors mounted
in the spin plane of the spacecraft after spin demodulation.
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Figure 22.- The demodulated phase spectra associated with both spin plane sensors. The
difference in amplitudes is due to the phasing of the plane of the wave as discussed for
fig. 21. The amplitudes of the side bands are relative to the unmodulated carrier. Note
the folding about zero frequency of the fourth harmonic line on the low frequency end.
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